


The rules and instructions herein set forth gov
ern the operation of The Ogden Union Railway 
and Depot Company. 

They take effect February 1, 1956, superseding 
all previous rules and instructions not consistent 
therewith. 

Special instructions may be issued by proper 
authority. 

Employes of railroads operating on tracks 
within the limits of The Ogden Union Railway 
and Depot Company's jurisdiction will be gov
erned by these rules and instructions, and they 
will also be governed by the rules and instructions 
of their own railroad company insofar as such 
rules and instructions are not at variance with 
these rules and instructions. In addition, they 
will be governed by the rules and instructions 
contained in the current time-table of The Ogden 
Union Railway and Depot Company. 

Employes in yard service of the Ogden Union 
Railway and Depot Company must obtain a copy 
of Operating Rules of the Union Pacific Railroad 
Company from the proper officer, and be con
versant with and obey such rules. Such employes 
must also obtain a copy of and be governed by 
Union Pacific Safety Instructions. 
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J. W. CORBETT, 
President. 

A. D. HANSON, 
Vice President. 



Note: Where in these rules, in special rules, 
or in superintendent's bulletins or notices, the 
following terms appear, they will apply as follows: 

CoNDUCTOR- To conductors, engine foremen 
and yard pilots; 

BRAKEMAN-To brakemen, switchmen and 
engine herders; 

TRAINMAN-To conductors, brakemen, engine 
foremen, yard pilots, switchmen, and engine 
herders; 

ENGINEER-To engineers and hostlers; 

Fm.EMAN-To firemen and hostler helpers; 

ENGINEMAN-To engineers, firemen, hostlers 
and hostler helpers; 

FLAGMAN-Any employe who is assigned, or 
instructed, to furnish flag protection. 
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GENERAL NOTICE 

Safety is of the first importance in the discharge 
of duty. 

Obedience to the rules is essential to safety and 
is required. 

To enter or remain in the sen·ice is an assurance 
of willingness to obey the rules. 

The service demands the faithful, intelligent 
and courteous discharge of duty. Courtesy is the 
outward expression of an inward consideration 
for others. 

To obtain promotion, ability must be shown 
for greater responsibility. One of the best recom
mendations for promotion is that an employe bas 
so performed his duties as to win the good will and 
friendship of patrons for the railroad and for him
self. 

Suggestions from employes intended to promote 
safety, economy, or service, are solicited and will 
receive consideration. 

The public judges a railroad by the appearance 
and conduct of its employes, quality of service, 
and condition of the property. Courteous, con
siderate treatment of patrons is of first importance 
in retaining and increasing our volume of business, 
and also governs the extent of opportunity for 
employment in the railroad's service. 
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GENERAL RULES 

A. Employes whose duties are prescribed by 
these rules must be proYided with a copy. 

Employes whose duties are in any way affected 
thereby, must have a copy of the current time
table and special rules in thei•· possession while 
on duty. 

B. Employes must be conversant with and 
obey the rules and special instructions. If in doubt 
as to their meaning, they must apply to proper 
authority for an explanation. 

C. Employes must pass the required examina
tions. 

D. Persons employed in any service on trains 
are subject to the rules and special instructions. 

E. Employes must render every assistance in 
their power in carrying out the rules and special 
instructions, and must report any violation thereof 
to the proper officer. 

F. Accidents, failure in the supply of water or 
fuel, defects in track, bridges or signals, or any 
unusual conditions which may affect the move
ment of trains, must be promptly reported by 
quicke~t means of communication to the proper 
authority. 

G. The use of intoxicants or narcotics is pro
hibited . Employes must not have intoxicants or 
narcotics in their possession while on duty. 

H. The use of tobacco by employes while on 
duty in or about passenger stations, or on pas
senger cars, is prohibited. 

J. Employes on duty must wear the prescribed 
badge and uniform and be neat in appearance. 
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K. Employes and others authorized to transact 
business at stations and on or about t rains must 
be courteous, orderly and quiet. ' 

L. Employes while on duty must be alert and 
attentive, a~d in case of danger to the company's 
property or mterests, they must unite to protect it. 

M. Employes must exercise care to prevent 
injury to themselves or others. They must observe 
the condition of equipment and tools used. Equip
~ent or too~ . found to be defective must be put 
m safe conditwn or removed from service and a 
report made to proper authority. 

They must expect trains or engines to be moved 
any time, on any track, in either direction. 

They must not stand on track in front of an 
~pproaching engine or car for purpose of board
mg same. 

Employes must inform themselves as to the 
location of structures or obstructions where clear
ances are close. Where there are close side clear
ances, trainmen must, when possible wo•·k on 
opposite side of track. ' 

STANDARD CLOCKS 
3 (R). Standard clocks are located at: 

S. P. telegraph office, Union Station; 
U. P. telegraph office, Union Station; 
21st Street change room; 
33rd Street change room; 
"YD" telegraph office; 
"RD" telegraph office; 
28th Street change room· 
Riverdale change room; ' 
U. P. roundhouse; 
S. P. roundhouse; 
Engineers' washroom, 'C. P. trainmaster's 

building; 
Passenger yard change room· 
Conductors' lobby, general yard office. 
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SIGNALS 
7 (R). Switch tenders in giving signals must take 

position on the track on which the train or engine 
is moving and they must be prepared to stop any 
conflicting movement should a signal be acted 
upon by a crew other than the crew for which 
the signal was intended. Signals must be given 
in ample time to permit their proper observance. 

7 (S). When the make-up of a passenger train 
is completed, engine foreman will notify switch
tender who will give necessary hand signals to 
engineer of road engine to back onto train. 

8 (R). In giving signals at night, switch
tenders must use yellow lights. Electric lanterns 
may be used for this purpose. 

All movements at 32nd St., Patterson Ave., 
29th St., Bridge Junction, Cecil Junction, 23rd St. 
and 26th St. are controlled by switchtenders who 
will use yellow flag by day, yellow light by night. 

10 (R). Lights on slip switches located at Cecil 
Jet., 23rd Street and 26th Street indicate the 
following: 

Two green -lined for main track; 
Two red -lined for cross-overs; 
One red and one green -lined for circle track. 

10 (S). A train finding a red flag or a red light on 
or near the track must stop before passing the 
flag or light. If there is no one there to explain, 
whistle signall4 (f) must be sounded and flagman 
must precede movement and carefully examine 
track and structures for defects. After flagman has 
started ahead, train may proceed at restricted 
speed following flagman for at least one-fourth 
mile. If it can then be seen that it is safe to pro
ceed, flagman may be picked up but train must 
proceed at restricted speed for at least one and 
one-fourth miles additional unless cause for red 
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flag or red light has been found. If it cannot be 
seen that it is safe for train to proceed, train must 
follow flagman as far as conditions make it nec
essary. 

If the red flag or red light is on the track, it 
must be moved to side of track to clear passing 
train and to afford protection for a following train. 

Exception: When a train or engine with no 
braKeman is stopped by a red flag or a red light

1 it may proceed without sending flagman aheaa 
but must move at restricted speed for not less 
than one and one-half miles. 

11 (R). A train or engine finding a burning 
fusee on or near its track must stop before pass
ing the fusee and may then proceed not exceeding 
20 miles per hour for at least one-half mile and 
as much slower as necessary in order to be able 
to stop short of train or obstruction. 

A train or engine finding a burning fusee beyond 
the nearest rail of an adjacent main track, need 
not stop, but must proceed not exceeding 20 
MPH for at least one-half mile after passing the 
fusee. 

14 (R). Engine whistle must not be sounded 
in Union Station passenger yard except to pre
vent accident or injury. 

14 (S). Except in case of emergency, engine 
whistle must not be sounded under 24th Street 
viaduct nor in vicinity of stock yards, Western 
Livestock Feeders, feeding yards at Evona, nor at 
other places where there is livestock. 

15 (R). The explosion of two torpedoes is a 
signal to immediately reduce speed to 20 miles 
per hour or as much slower as conditions require, 
keeping a close lookout for train or obstruction. 
After reducing to 20 miles per hour, speed must 
not be increased unless train has reached a point 
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one mile from where the torpedoes were exploded. 
The explosion of one torpedo will indicate the 

same as two, but the use of two torpedoes is 
required in all cases. 

Torpedoes must be placed not less than 100 
feet apart, and not in immediate vicinity of star 
tion buildings, or public crossings, or where they 
may cause injury. 

In placing torpedoes during extremely cold 
weather or when they may be covered by snow, 
in addition to placing torpedoes on the rail on 
the engineer's side of track, duplicate sets of tor
pedoes must be placed on the other rail directly 
opposite those normally required. 

16 (S). 0. U. R. & D. crews using D. & R. G. W. 
tracks at crossing to Sugar Works will be gov
erned by D. & R. G. W. rule reading as follows: 

"The explosion of two torpedoes is a signal 
to proceed at restricted speed for at least one
half mile and is to be acknowledged as pre
scribed by Rule 14 (g). The explosion of one 
torpedo will indicate the same as two, but the 
use of two is required." 

HEADLIGHTS 

17 (R). Except in foggy or stormy weather or 
when other conditions make it inadvisable, elec
tric headlights on road and yard engines must be 
dimmed while standing or moving. 

17 (S). Oscillating red headlight on engines so 
equipped must be displayed under the following 
conditions: 

\Vhen train becomes disabled or makes 
sudden stop due to unusual occurrence, or 
when an adjacent track is obstructed or 
there is possibility of it being obstructed; 

When head end protection is required; 
When occupying main track in meeting 

10 

an opposing train, until opposing train 
dims its headlight and switch is lined to 
permit opposing train to enter siding, 
except this does not apply in CTC terri
tory. 

When red headlight is displayed, an opposing 
train on same or adjacent track must stop before 
passing headlight, ascertain the cause and be 
governed by conditions. 

17 (T). At night, when an engine is backing up 
without cars or backing up pulling cars, a white 
light must be displayed on rear of engine. 

When a road engine without cars is standing or 
moving about yards at night under conditions not 
requiring the display of markers, a light must be 
displayed on rear of engine. A red light must be 
used when engine is so equipped. 

18 (R). Headlights of yard engines must be 
dimmed when left at U. P. coal chute. 

18 (S). Headlights of yard engines must be 
dimmed when moving between Union Station and 
slip switches at 23rd Street and 26th Street and 
when passenger train is approaching from oppo
site direction. 

One headlight only on road diesel engine must 
be used in yard movement. 

INSPECTION AND REPAIR PROTECTION 

26 (R). When emergency repair work is to be 
done under or about cars in a train and a blue 
signal is not available, engineer and fireman must 
be notified by a member of crew and protection 
given those engaged in making repairs. T he same 
employe must notify engineer and fireman when 
the work has been completed. 

Train must not be moved, nor air brakes applied 
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or released, until employe is out from under or 
from between cars and engineer so informed. 

26 (S). When necessary for carmen to perform 
work on cars on classification track, they must 
notify yardmaster or yard crew, or both, that 
blue flags are to be displayed on cars on such 
track. 

This rule does not relieve yardmen of their 
responsibility of locating and observing blue sig
nals wherever they are displayed. 

26 (T). Electricians, pipefitters or Pullman 
Company employes working on passenger cars 
may display their own blue signals on car on 
which they are working. Such signals must be 
displayed on the same side that carman's blue 
signals are displayed, and must not be placed on 
car before carman's blue signals have been placed 
and carmen who are to remove blue signals have 
been notified that the additional blue signals are 
to be placed. These additional blue signals must 
be respected in the same manner that a carman's 
blue signals are observed. The carman's blue sig
nal must not be removed until all other blue signals 
have been removed. 

26 (U). P. F. E. Company employes will dis
play blue signals on cars or trains on ice house 
cleaning track, or other tracks, while they are 
working on, under or about such cars or trains. 
Special locks, in addition to blue signal protec
tion, will be used in some cases. 

Where mechanical blue flag protection is in 
service at P.F.E. icing platforms, when blue flag 
or blue light is displayed, trains, engines or cars 
must not enter icing platform tracks beyond 
point where blue signal is displayed, and any 
train, engine or cars on icing platform tracks 
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between points where blue signals are located 
must not be moved nor coupled to while blue 
signals are displayed. 

26 (V). MEN AT WORK signs displayed on 
cranes or other roadway machines or occupied 
outfit cars must be respected in the same manner 
that a blue signal is observed. 

26 (W). Except in train or switching move
ments, engine or cars must not be left standing 
on tracks protected by blue signals. 

USE OJ' SIGNALS 

27 (R). A signal imperfectly displayed, or the 
absence of a signal at a place where a signal is 
usually displayed, must be regarded as the most 
restrictive indication that could be given by that 
signal. 

EXCEPTION: When a light is not burning on 
a signal, if the day indication of a semaphore 
signal is plainly seen, or if an indication is dis
played on a color light signal for the route to be 
used, it will govern. 

Engine and train crews using a switch where 
the switch light is imperfectly displayed or absent, 
must, if practicable, correct or replace the light. 

A signal imperfectly displayed or the absence 
of a signal at a place where a signal is usually 
displayed, must be promptly reported to the 
general yardmaster or his representative. 

30 (R). Ringing of engine bell in Union Station 
passenger yard should be confined to necessary 
requirements and not rung continuously while 
engine is standing. 

30 (S). When mechanical force is on duty, 
engine bell must be rung continuously when 
switching repair tracks and shop tracks. 
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MOVEMENT OF TRAINS AND ENGINES 
81 (R). Freight trains must remain into clear 

un~il ready to leave, and while waiting for other 
trams must stand clear of switching leads. 

83 (R). Before starting trip to Browning engine 
foreman will obtain from operator at Yb tele
gra~h office a check of register by telephone. 
Engme foreman must fill out a register check 
Form ~529, and de~iver ~o engineer. Engine fore~ 
man wtll also obtam a bne-up of other trains a 
copy of ~hich must be delivered to the engin~er. 
The reg~ster check and line-up do not relieve 
yardmen and enginemen from providing protec
tion when required by the rules. 

84 (R). Trains must not leave Union Station 
without a signal from stationmaster or passenger 
director. 

93 (R) . Ogden yard limits are defined by yard 
limit signs located: 

On Union Pacific, Wyoming Division· 
On Union Pacific, First Subdivision North· 
On Union Pacific, First Subdivision South! 
On Union Pacific, Evon a Branch· ' 
On Southern Pacific; ' 
On Denver and Rio Grande Western. 

93 (S). Within yard limits, all trains and engines 
must move prepared to stop within the distance 
track is seen to be clear. 

Within yard limits, where the main track is 
pro~ected by con~inu<;ms block signals, protection 
agamst other trams lS not required. Where not 
protected by con~inuous block signals, protection 
m accordance w1th Rule 99 must be afforded 
against first-class trains. In block or non-block 
signal territory during foggy or stormy weather 
protection in accordance with Rule 99 must b~ 
afforded against all trains and engines. 

EXCEPTION: Unless otherwise authorized, a 
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train or engine must not be moved against the 
current of traffic within yard limits until provision 
has been made for the protection of such movement. 

Second-class, extra trains and engines must 
avoid delay to first-class trains within yard limits. 

93 (T). Trains and engines may move against 
the current of traffic in yard limits without being 
preceded by a flagman except: 

When on the time of a first-class train; 
When the view is obscured by weather or 

other conditions; 
D. & R. G. W. passenger trains and engines 

when moving on U. P. main track on 
Wall Avenue or S. P. main track between 
21st Street and double-slip switches at 
23rd Street. 

Movement against the current of traffic must 
not be made by road crews or road engines unless 
instructed to do so by yardmaster, switchtender 
or herder, and the reason for such movement given. 

93 (U). Yard or freight movements must not 
be permitted to interfere with the movement of 
passenger trains, nor with the movement of road 
engines to and from roundhouse. 

As soon as the headlight on engine of passenger 
train at Union Station is turned on, all engines 
must arrange for a clear track for that train. 

93 (V) . Passenger trains must not be unneces
sarily stopped, and they must not be given signal 
to back through slip switches into Union Station 
unless it is known that the movement can be 
completed without being stopped. 

93 (W). Herder or other employe accompany
ing light engine or train into any track must know 
that other trains or engines have not started into 
the same track at opposite end. In the absence 
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of such information, herder or other employe must 
precede movement of train or engine around 
obscured curves and through cr068-0vers. 

Herder or other employe accompanying engine 
to and from roundhouse must precede the move
ment over working leads to protect movement 
against other trains and engines. In back-up move
ment of light engine, herder or other employe must 
ride rear of engine tender. 

Trains, yard movements and light engines, must 
use 0. S. L. pull-out track for movement to U. P. 
roundhouse and shop, and must use fence track 
for movements from roundhouse and shop. 

93 (X}. D. & R. G. W. road engines must not 
use Wall Avenue track, except to turn on 23rd 
Street wye. 

93 (Y). Cars must not be pushed unless yard
man is on leading car or preceding the movement. 
Before cars are pushed, yardmen must know that 
cars are coupled and sufficient hand brakes set. 

98 (R). Trains and engines must approach the 
end of double track, junctions and railroad cross
ings at grade prepared to stop unless the switches 
are properly lined, signals indicate proceed and 
track is clear. Where required by rule or by law, 
trains and engines must stop. 

98 (S). At a railroad crossing at grade not pro
tected by interlocking or automatic interlocking 
signals, train or engine must stop before passing 
stop sign. When view is obscured so that at least 
200 feet of the other railroad on each side of 
crossing cannot be seen from point where train 
or engine is stopped, a member of crew must be 
sent to crossing to give proceed signal when safe 
to proceed. The train or engine must not proceed 
until proceed signal has been received. 
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98 (T). JUNCTIONS AND RAILROAD 
CROSSINGS 

location Railroad Crossed How Goverald or Junction Wlth 

21st Street. D. & R. G. W. Dwarf signals. 
psgr. main track See Rule 98(U). 
over O.U.R.&D., 
4 tracks. 
D.&R.G.W. frt. 
main track over 
O.U.R.& D., 5 
tracks. 

Wall Ave. be- D. & R. G. W.- Interlocking sig-
tween Rushton U.P. nals. 
and 21st St. See Rule 98 (Y) 

Evona Branch D. & R. G. W.- Interlocking. D.&-
connection U.P. R. G. W. trains and 
with D. & R. engines do not stop. 
G. W. to joint U.P.(O.U.R.&D.) 
Sugar Works trains and_ engines 

must stop before 
fouling D.&R.G.W. 
track and operate 
interlocker before 
crossing D.& R.G. 
W. track. 

Continued on next page. 
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98 (T ). Continued 

Location 

American 
Can Co. 

Cecil Jet. 

Railroad Crossed 
or Junction With How Governed 

0. U. R. & D.- All trains and en
B. R. R. gines must stop. 

------1 
U. P.-S. P. 

O.U.R.& D. trains 
and engines must 
send flagman to 
crossing to give 
proceed signal when 
safE' to proceed. 

Block signals and 
signal from switch-
tender. See Rule 
104 (U). 

98 (lJ). Color li{l;ht dwarf signals ~?;Overn move
ments over 0. U. R. & D. and D. & R. G. W. pas
senger and freight crossings at 21st Street .. 

When a signal on 0. U. R. & D. track displays 
Stop indication and no immediate conflicting 
movement is evident, a trainman or yardman 
must proceed to the crossing and if derails on 
D. & R. G. W. are in derailing position and sig
nals governing conflicting route display Stop indi
cation, he may then s!gnal his train or engine to 
proceed over the crossmg. 

When a signal on D. & R. G. W. displays Stop 
indication after switches and derails are in proper 
position for D.& R. G. W. movement, O.U.R.& D. 
switchtender at passenger crossing, or D.&R.G.W 
yardman at freight crossing, mllf!t inspect swi~~es 
and derails to see that they are 10 proper pos1tlon 
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for movement and that signals governing conflict
ing route ~dicate Stop, before he. may signal 
train or engme to proceed over crossmg. . 

Limits extend between home signals, except Sig
nal governing ~t'Yard movements on eB;St~ard 
main track will md1cate Stop when route IS lined 
for D. & R. G. W. movement over freight or pas
senger crossings if track is occupied between 
D. & R. G. W. junction switch and signal govern
ing westward movements on eastward main t~ac~. 

Signals on 0 . U. R. & D. tracks normally mdi
cate Proceed. 

Signals on D. & R. G. W. tracks normally indi
cate Stop. 

Derails are in service on D. & R. G. W. tracks 
only and are operated by pipe conn.ection from 
switch stand located at control pomt at each 
crossing. 

Electric time locks are in service at switch stand 
at each control point. 

Where two tracks converge into one track over 
crossings, one signal will govern movement over 
crossing from such tracks. 

Signal indications do not indicate position of 
switches located within limits of home signals, 
except that signals governing eastward movements 
on eastward main track will display Stop indica
tion when either or both switches of cross-over 
east of freight crossing are not in normal positio~, 
and will display yellow indication when route IS 
lined for movement to freight yard. 

All D. & R. G. W. movements over passenger 
crossing will be handled by 0. U. R. & D. herder 
or switchtender, and when movements are com
pleted route must be restored for 0. U. R. & D. 
move~ents by 0 . U. R. & D. herder or switch
tender. 

All D. & R. G. W. movements over freight cross
ing will be handled by a member of D. & R. G. W. 

19 



crew, and when movements are completed, route 
must be restored for 0. U. R. & D. movements 
by member of D. & R. G. W. crew. 

If employe closing derails for D. & R. G. W. 
movement finds he is unable to complete operation 
and place switch stand lever in notch and hook 
hasp, split point derails must be spiked in closed 
position and Hayes derails inspected to see that 
they are not in derailing position before employe 
may signal train or engine to proceed over cross
ing. Lockers containing track spikes, claw bar 
and small sledge are located at east and west 
crossing. 

Sand must not be used while moving over 
derails or slip switches. 

98 (V). At 29th Street, Patterson Avenue, 32nd 
Street and Weber River, in addition to comply
ing with all block signal and Stop sign indications, 
all trains and engines must be governed by signals 
from switchtender. 

98 (W). Utah Division freight trains, before 
entering yard, must ascertain from switchtender 
at Weber River or Cecil Jet. what track they 
should occupy. 

West ward freight trains must not use Lizzie 
track without permission. When Lizzie track is 
used, brakeman must go to double-slip switches 
at 23rd Street and consult switchtender before 
pulling out. 

98 (X). Utah Division trains backing out of 
Union Station will use Wyoming Division east
ward main track with current of traffic to cross
over at 31st Street, where train will be crossed 
over to wye for departure on Utah Division. 

98 (Y). When a train or engine is stopped by a 
Stop indication of automatic interlocking signal 
governing movement over U.P.-D. & R. G. W. 
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crossing at 21st Street and Wall Avenue, a mem
ber of crew must proceed to crossing and may sig
nal his train to proceed over crossing if there is no 
train or engine approaching on conflicting route. 
If a train or engine is between home signals on 
conflicting route, proceed signal must not be given 
until crew of train or engine on conflicting route 
understands movement to be made and acknow
ledges understanding that their train or engine 
will not be moved until train or engine which has 
been stopped by signal has completed movement 
over crossing. 

99 (R). Enginemen must see that engine is 
supplied with proper flagging equipment. 

When an inside track is obstructed by derail
ment or otherwise, a red flag by day or a red light 
by night must be placed at each end of that track. 

99 (S). When yard engines go in on tracks, 
yardman following engine must remain at switch 
on lead to protect movement and line switches. 

103 (AA). At public crossing protected by 
crossing watchman and crossing gates, yard crews 
must know gates are down and crossing protected 
before making movement over the crossing with 
engine or car; otherwise crossing must be pro
tected by member of crew. 

103 (R). When cars are pushed by an engine 
and the conditions require, a trainman must take 
a conspicuous position on the leading car, and at 
night he must display a white light. 

When not pushing cars, a trainman, when one 
available, must ride rear of a road engine backing 
up while switching at stations or moving in yards. 

In switching with an engine equipped with foot
boards, when there are no cars ahead of the 
engine, a trainman (and not more than one) 
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must ride on leading footboard in direction the 
engine is moving, except on diesel switch engine 
he must ride on leading platform or side-steps. 

EXCEPTION: Trainman need not ride on foot
board or front of diesel switch engine as required 
by this rule under the following conditions: 

In lead switching where the movement is 
not over a crossing and the switches to 
be pasRed over can be plainly seen to be 
properly lined; 

Over crossing protected by crossing watch
man on duty or gates in operation; 

On EYona Branch; 
To and from B. R. R. interchange and 

Riverdale east of 33rd Street; 
To and from U. I. C. interchange at 

Browning west of 21st Street. 

103 (S). At a public crossing not protected by 
a watchman or by crossing signals in operation, 
crossing must be protected by a member of the 
crew under the following conditions: 

When cars are to be pushed over such cross
ing, except when movement is under con
trol of an employe on leading car with 
back-up hose; 

When cars are to be switched over such 
crossing; 

When cars standing at or near such crossing 
are to be coupled to; 

When a road engine switching at stations 
or moving in yards is to back over such 
crossing. 

The man protecting such movements must 
remain on ground ahead of movement until front 
of movement has passed over the crossing. 
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At public crossings where a watchman is l>n 
duty, trainman or yardman must not give signal 
for highway traffic to come ahead. 

At public crossings, when two or more train or 
switching movements are being made on adjacent 
tracks, trainmen, enginemen and yardmen must 
protect pedestrian and vehicular traffic from injury 
from trains on all tracks. 

103 (T). Public crossings must not be blocked 
to exceed ten minutes. 

Yard watchman is assigned to protect 33rd 
Street crossing when trains are parted to permit 
movement of vehicular traffic. 

Unless absolutely necessary, this crossing must 
not be cut unless watchman is on duty. If neces
sary to cut this crossing or any public crossing 
when watchman is not on duty, employe cutting 
crossing must protect crossing and prevent move
ment of vehicular traffic onto main tracks when 
trains are approaching. 

103 (U) . At 23rd Street, in switching over cross
ings of house and town tracks, care must be used 
to prevent striking pedestrians or vehicular traffic. 
When numerous switching movements are being 
made over this crossing, a closed car should be 
placed on crossing on house track 1 or house derrick 
track 1 to stop vehicular traffic. 

In switching immediately in front of mill on 
Sperry Mill track 4, movement must be preceded 
by flagman. 

In switching over A venue B, Evona Branch, 
and over 24th Street on Globe Mill spur, move.. 
ment must be preceded by flagman. 

103 (V). Crossings must be kept clear for 
movement of fire fighting equipment: 

Over transfer track north of 0. U. R. & D. 
bridge and building shop; 
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NearS. P. bridge and building shop; 
Near U. P. power house; 
Crossings just north of 28th Street over track 

S. P. No. 16 and just south of 28th Street 
over cross-over to track S. P. No. 18; 

Crossing in east yard over No. 10 pocket 
track south of 35th Street; over north and 
south leads between east yard tracks No. 10 
and No. 11 and crossing over south end 
P. F . E. ice track in east yard. 

Crossing on heating plant high line and Gentsch 
track, footpath from 0. U. R. & D. 24th Street 
yard crews' change room to north end of passenger 
yard, and crossing at 21st Street, 29th Street and 
33rd Street must be kept clear at all times. 

103 (W). Cars must not be left standing between 
50 feet north of footpath to S. P. master mechanic's 
office and north end of the track. Cars must not 
be kicked into this track from the north except 
in case of necessity and a yardman must then 
precede the cars in vicinity of Emergency Hospital 
and master mechanic's office. 

103 (X). Red wigwag signals at 12th Street 
road crossing near entrance to Supply Depot are 
not activated for use until a switch located in 
shanty just inside gate is set. 

To avoid any hazard at this crossing, these 
signals must be operating before crews move over 
12th St. crossing. 

Switch crews using this crossing must be sure to 
turn electric switch in shanty before moving over 
crossing and when leaving, release lights by turn
ing switch. 

103 (Y). At public crossings protected by 
automatic crossing signals, bells or gates, every 
effort must be made to avoid unnecessarily 
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occupying controlling circuits or leaving switches 
open within the controlling circuits. 

When a train, engine or switching movement 
has been delayed or stopped within 1500 feet of 
such crossing, any further movement, either 
forward or reverse, toward the crossing must be 
made at restricted speed until it is determined that 
the crossing signals are operating for suffici~nt 
time to stop highway traffic. In case the crossmg 
signals are not operating for the movement, 
crossing must be protected by a member of the 
crew, unless a crossing watchman is on duty. 

When a train, engine or switching movement 
is to be made against the normal current of 
traffic over a public crossing protected by auto
matic crossing signals, bells or gates, a member of 
the crew must protect the crossing, unless a 
crossing watchman is on duty. 

104 (R). The normal position of a rna~ track 
switch is for main track movement and 1t must 
be lined and locked in that position except when 
changed for immediate movement. When set in 
other than normal position, an authorized employe 
must remain near enough to the switch to be able 
to line it for main track upon the approach of a 
train or engine. This rule does not modify Rule 
104 (S) governing use of slip switches. 

Switches must not be handled by unauthorized 
persons. Those authorized to handle switches 
must see that they are properly lined for route to 
be used. It must be seen that switch points are 
closed against stock rail and that indication of 
target or lamp corresponds with position of switch. 

Switches must be left in proper position after 
havin~ been used and must not be left open for a 
followmg train or engine unless in charge of a 
member of crew of such train or engine or an 
assigned switchtender. 
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Conductors are responsible for position of 
switches used by them and their trainmen, except 
where switchtenders are stationed. 

Enginemen must keep in mind the location of 
switches at all points, and, when practicable, must 
see that switches near the engine are properly 
lined. At night, they must observe if required 
switch lights are burning and show proper indica
tion. 

For facing point train movements, switches 
equipped with locks must be locked. For trailing 
point movements and for other than train move
ments, switches must be secured by placing 
locks or hooks in hasp. Switches not equipped 
with lock or book must be secured to the ex-tent 
practicable. Switches equipped with locks must 
be locked, and switches equipped with hooks 
must be hooked, after being used. 

An employe alighting from a moving train to 
change position of a switch behind such train, 
must not remove the lock from, nor attempt to 
operate, the switch until the Pntire train is clear of 
the switch. 

When a train is to move over a switch, any 
member of the crew in the vicinity of such switch 
must take position on opposite side of track from 
switch stand when possible. When not possible to 
be on opposite side, he must take position not less 
than twenty feet from the switch stand. 

When a train or engine is on a siding or other 
track to be met or passed by another train, or 
when a train is approaching on main track, employes 
must not take position in the vicinity of any 
main track switch. They must not go beyond the 
fouling point for the purpose of attending the 
switch while the expected train is approaching or 
passing. Conductor or engineer neat· the switch 
must see that other members of the crew comply 
with this rule. 
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In moving ball switches, lever must be pushed 
down and latched. Movement of ball must be 
away from instead of toward man handling switch. 

Employes must have secure footing when 
exerting stress on switch lever; body must be 
firmly braced and a. steady pull must be exerted 
on lever. 

Employes must keep clear of switch lever travel 
to avoid being struck. Hands and feet must be 
kept in position where they will not be caught by 
lever or ball. 

The use of feet on switch lever for the purpose 
of operating switch, is prohibited. 

104 (S). Freight and passenger trains must not 
move over slip switches at Cecil Junction, 23rd 
Street and 26th Street except on signal from 
switch tender. 

When switch point is located on opposite side 
from switch lever, switchtcnders, after lining slip 
switch, must cross over to see that switch point 
is closed against rail. 

Before movement is made over slip switches, 
enginemen and trainmen must know that signal 
given by switchtender is not being acted upon by 
another crew, and they must be prepared to stop 
if a conflicting movement is observed. 

When a train or engine, after having received 
a proceed signal from switchtender, is stopped at 
slip switches, engineer must again call for and 
receive proceed signal from switchtender before 
starting. 

While movements are being made over slip 
switches, latches which retain levers must be 
hooked. 

Derail is installed on east end of house lead at 
23rd Street. Engines and cars must be kept clear· 
of this derail. 

Cars must not be left on slip switches at 23rd 
Street. 



104 (T). Herder at 21st Street will handle 
switches and switchtender at 23rd Street will 
handle slip switches for D. & R. G. W. special 
passenger trains. 

104 (U). At Cecil Junction, all switches and 
derails except on drill track 4 must be handled 
by switchtenders. Trains and engines on all tracks 
except drill track 4 must call for and receive 
signal from switchtender before proceeding. 

104 (V). All cross-over switches must be lined 
for straight rail when not in use. 

Both switches on cross-overs between main 
track and other tracks, must be locked while 
trains are passing over them and must be left 
locked after they have been used. 

Both switches on cross-overs on tracks other 
than main tracks must be properly lined before 
movement is commenced, and neither switch may 
be lined when cross-over is not clear for such 
movement. 

104 (W). Derail switch equipped with a switch 
stand must be locked while movement is being 
made over it. 

At Globe Mill, cars left on lead must be left 
above derail and derail set in derailing position. 

At Globe Mill, the second derail must be locked 
in derailing position except when cars or engines 
are moving at that location. 

104 (X). Spring switches are indicated by a 
letter "S" on switch target. Trains and engines 
moving against current of traffic must stop and 
examine points of spring switches before passing 
over them. 

When a train or engine stops before completing 
a movement through a spring switch, if it becomes 
necessary to take slack or make a reverse move-
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ment, the switch must be lined by hand before 
such movement is started. 

When point of spring switch does not close 
properly due to sand or other obstruction, it must 
be cleaned and operated by hand. 

104 (Y). For movement through spring switch 
from Advance track to main track at Second 
Street, and through spring switch at east end of 
siding at Bridge Jet., the following will govern: 

When signal governing movement to main 
track displays a yellow light, or semaphore arm 
of signal is in Proceed position, a train or engine 
may move to main track without opening switch 
and without waiting three minutes; 

When signal displays Stop indication, if con
ditions permit movement to main track, spring 
switch must be opened by hand, and after wait
ing three minutes, train or engine may proceed 
being governed by block signal rules. Switch 
must not be returned to normal position until 
after the leading wheels have passed the fouling 
point. 

104 (Z). In connection with movement of 
passenger trains through network at Bridge, 29th 
St., Patterson Ave., and 32nd St., it will be respon
sibility of switchtender to know that all switches 
to be used are properly lined and locked prior to 
arrival of train. 

106 (R). The conductor and engineer and any
one acting as pilot, are equally responsible for safety 
of train and observance of rules, and under condi
tions not provided for by the rules, must take 
every precaution for protection. 

Brakemen and firemen must call attention of 
conductor or engineer immediately to any apparent 
failure to observe the requirements of rules, time
table, train orders, messages or other instructions. 
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When conditions or signals require that the 
train be stopped or speed of train be reduced and 
the engineer or conductor fails to take proper 
action to do so, or should the engineer become 
incapacitated, brakemen and firemen must take 
immediate action to stop train. 

109 (R ). Bulletins affecting movement or safety 
of trains will be issued by superintendent and 
posted in bulletin books at designated places. 

)\otice · containing other instructions will be 
posted in separate books. 

Trainmen, cnginemen and vardmen must read 
bulletins and notices before the commencement 
of each trip or day's work. Conductors and 
engineer::> must record the number of last bulletin 
in column provided for that purpose on train 
register or prescribed form. 

109 (S). Bulletins affecting the movement or 
safety of trains or engines will be posted in bulle
tin books at the following locations: 

Conductor's room; 
Engineers' washroom, U. P. trainmaster's 

building; 
U. P. telegraph office, Union Station; 
U. P. roundhouse; 
11RD" telegraph office; 
11YD" telegraph office; 
S. P. telegraph office; 
S. P. roundhouse; 
D. & R. G. W. yard office. 

152 (R ). SPEEDS SHOWN BELOW ARE MA.XIMU~I 
SPEEDS PERMITTED AND MUST NOT BE EXCEEDED: 

Designation 11Psgr."-train with all passenger 
train equipment. 

Designation 11Frt." -train with freight cars· 
train with caboose only; 
an engine with or with
out cars. 
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152 (R). Continued. 

Location I 
Maximum Speed 
Miles Per Hour 

Psfr. I Frt. 

At any point. 30 15 
------------------
Over spring switches, when not using 

turnouts, but where switch points 
will be caused to oscillate under 
such movement or where move-
ment is over facing point switch. 20 15 

When using cross-overs or turnouts. I 15 I 15 

Over railroad crossings . 1 10 10 

_s l_ip_swt_'t_ch_es, c _ec_il_J_ct_. _____ l~,~ 
Wye and balloon track, Patterson ~ 

Avenue. 10 10 

U. P. and S. P. roundhouse and shop 
limits. 8 8 

Over switches at 23rd and 26th Streets 
and in Union Station passenger 
yard. 8 8 

------------------
Over D. & R. G. W. railroad crossing 

immediately west of Wall Ave. 
between 20th and 21st Streets. 8 

GENERAL REGULATIONS 

700 (R). Employes will not be retained in the 
service who are careless of the safety of themselves 
or others, insubordinate, dishonest, immoral, 
quarrelsome or otherwise vicious, or who do not 
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conduct themselves in such a manner that the 
railroad will not be subjected to criticism and loss 
of good will, or who do not meet their personal 
obligations. 

701 (R). Courteous, gentlemanly deportment 
is required of all employes in their dealings with 
the public, their subordinates and each other. 
Boisterous, profane or vulgar language is forbidden. 
Employes must not enter into altercation with 
any person, no matter what provocation may 
be given. Report of violation of this rule must 
be made in writing to their supervising officer. 

Playing practical jokes, scuffiing, wrestling or 
fighting while on duty or on company property, 
as well as throwing of tools or material, is prohibited. 

702 (R). Employes must attend to their duties 
during the hours prescribed, reside where required 
by the management, and comply with instructionB 
from proper authority. They must not absent 
themselves from duty, exchange duties or substi· 
tute others in their place, nor engage in other 
business without proper authority. 

An employe subject to call must not absent 
himself from his usual calling place without notice 
to those required to call him. 

The reading of newspapers, books or periodicals 
or playing of games while on duty, is prohibited. 

702 (S). Employes must not sleep while on 
duty. Lying down, or in a reclining position, with 
eyes closed, or with eyes covered or concealed, will 
be considered as sleeping. 

703 (R). Each employe governed by Hours of 
Service Law must notify proper officer of the time 
the law requires him to be off duty early enough 
that he may be relieved, if necessary, before 
exceeding the hours of service permitted by law. 
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704 (R). Employes are required to report any 
misconduct or negligence affecting the interest of 
the railroad. Withholding such information will 
be considered proof of negligence or indifference, 
and treated accordingly. 

705 (R). Employes must exercise care and econ
omy in the use of railroad property, and when 
leaving the service, or upon demand by proper 
authority, must return property entrusted to 
their care. 

707 (R). Railroad premises must be kept in 
clean, orderly and safe condition. 

708 (R). Employes must not permit discrimin
ation. Unless specially authorized, employes must 
not use the railroad's credit and must neither 
receive nor pay out money on the railroad account. 
Property of the railroad must not be sold nor in 
any way disposed of without proper authority. All 
articles of value found on railroad property must 
be cared for and promptly reported. 

709 (R). Employes must not offer gifts or tes
timonials to officers or supervisors, either directly 
or indirectly. The acceptance of gratuities or 
rewards from passengers or other patrons is pro
hibited. 

711 (R). Employes must not go between or in 
front of moving engines or cars to uncouple, open, 
close or arrange knuckles of couplers or to manip
ulate other equipment. Use of foot to adjust 
couplers is prohibited. They must not remove 
any of the appliances of an engine or car which 
would endanger the safety of themselves or others, 
nor follow other dangerous practices. 

711 (S). Employes must not get on leading foot
board while engine is in motion. 
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711 (T). Ventilator rods on t op of refrigerator 
cars must not be used as handhold. 

Brake clubs must not be inserted between hand
hold or stirrup and body of car or engine for any 
purpose. Proper handhold and stirrup must be 
used at all times. 

Putting foot in Ajax type brake wheel to set 
brake, is prohibited. Feet are to be carefully set 
on brake platform and brake wheel set with hands 
except club will be used in case of staff brake: 

714 (R). In an emergency, or in case of obstruc
tion by accident or other cause, the employe upon 
whom the resp~msibility most naturally falls must 
assume authonty and must at once report condi
tions and make suggestions as to forces material 
and equipment required and must mak~ frequent 
reports of progress. In case of an accident or danger 
to a train, all passengers must be removed to a 
place of safety. 

714 (S). When passengers or employes are 
tDjured, e,·erything possible must be done to care 
for them properly. If they are able to be moved, 
they must be taken for treatment to the nearest 
place at which there is a Union Pacific Railroad 
Emp~oyes' Hospital Association surgeon. If the 
case ts urgent and the services of an Association 
sur~eon cannot be obtained, the nearest surgeon 
available should be called to administer first aid 
and care for the patient until the Association 
surgeon can take charge of the case. 

In the case of injuries to trespassers or others, 
injured person or persons must be taken to nearest 
station, when possible, and either placed in care of 
relatives or friends, or in charge of the local 
co~ty, city <?r village authorities. Necessary 
medical attent10n should be arranged with the 
distinct understanding that no expense other 
t han necessary first aid will be assumed by the 
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company without specific authority from either 
the superintendent or the General Claims Depart
ment. 

714 (T). All cases of personal injury, either on 
or off duty, regardless of extent, must be promptly 
reported to department head or his representative 
by the injured employe. 

714 (U). If an accident causes personal injury 
or death, all tools, machinery and other equip
ment involved, inclucling premises where such 
accident occurred, must be promptly inspected 
by foreman or other person in charge of work 
or by other competent inspectors. A report of 
such inspection, stating the conditions found and 
names of persons making the inspection, must be 
promptly forwarded to supervising officer of per
son making the inspection. 

Such equipment must, if possible, be marked 
for identification and placed in custody of a 
responsible officer or employe and held subject 
to the order of the superintendent, regardless of 
whether inspection reveals any defect. 

716 (R). In case of death on company property, 
or when a corpse is found on company proper ty, 
the body must receive proper care and, when 
necessary, be moved to a proper place to provide a 
clear passage for trains, after exact position in 
which it was found and surrounding conditions 
have been carefully noted, and must be left in 
charge of an employe or other responsible person 
until coroner or undertaker arrives. 

In all cases, the proper public officer must be 
notified promptly and a wire report must be made 
to superintendent. 

716 (R). In case of damage to trains or struc
tures, wherein security of railroad property or 
freight is involved, it is the duty of employes 
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concerned to see that watchmen are immediately 
stationed, and that arrangements are made for 
the protection of such property against theft, or 
loss or damage from other causes. 

717 (R). Employes who are charged with the 
making up or handling of correspondence, reports, 
books, bills of lading, waybills, tickets or statistics 
of the railroad, and employes who are entrusted 
with the care and custody thereof, must under no 
circumstances permit unauthorized persons access 
thereto, nor verbally or otherwise divulge any of 
the information contained therein. 

Information concerning accidents and personal 
injuries must not be made public nor communi
cated to other than persons directly concerned, 
their authorized representatives, or authorized 
company representatives. 

718 (R). The use of telegraph and telephone 
must be confined to actual and essential neces
sities, utilizing regular mail or mailgram service 
wherever this will serve the purpose. 

Telegraph messages and telephone conversa
tions must be brief and confined strictly to rail
road business. 

Letters or other communications of a personal 
nature must not be sent by railroad mail. Use of 
company U.S. postage for personal purposes is 
prohibited. 

720 (R). Stockmen must be given opportunity 
to board caboose while train is standing. 

720 (S). When persons evidently intoxicated 
or insane are seen in the vicinity of tracks or 
other places where they may be in danger of 
injury, they must be guarded from engine and 
train movements or other dangers, and when 
unable to remove them to a place of safety the 
proper authorities must be notified. 
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721 (R). No persons except employes in dis
charge of their duties thereon, or officers in line 
of duty, will be permitted to ride on an engine 
or in a baggage, mail or express car, or on track 
car, unless authorized by permit issued by the 
President, or by written order from the super
intendent. 

722 (R). Employes must not ride in or on 
engines or cars as follows: 

On footboard between engine and cars, except 
when necessary to make cut between engine 
and first car; 

On leading footboard while coupling engine 
to car; 

On end sill, coupler, brake beam, journal box, 
truss rod or brake wheel; 

On end ladder on front end of car that is being 
pushed, or on rear tender sill when backing; 

On footboard of engine or on side or end of 
car when going in or out of depressed track; 

On engine pilot, except those equipped with 
footboards; 

On inside, side or end of car containing load 
which may shift; 

On side of engine or car while being moved 
in or out of shop, roundhouse, over turntable 
or at other locations where clearances are close; 

On side of steam locomotive while moving 
through cross-overs or turnouts and on sharp 
curves. 

722 (S). Employes must not ride on moving 
cranes except in the cab. 

724 (R). Unless their duties require it, employes 
must not climb over nor crawl, sit or lie, under 
cars, regardless of whether cars are standing or 
moving, and if cars are less than ten feet apart, 
employes must not go between them. 
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724 (S). When necessary for employes (includ
ing P. F. E. Company employes) to cross a track 
when going between their homes and place of 
employment, or when going from one point to 
another, regular street crossings or established 
foot crossings as shown below must be used, and 
a close lookout kept for engines and cars: 

Public road crossings at 29th Street; 
24th Street viaduct and steps to yard at 

several places along viaduct; 
21st Street; 
Cinder path walk from middle S. P. shop 

grounds south to a point opposite 24th Street 
yard crews' change room, thence east to north 
end of umbrella sheds, and out to Wall Avenue; 

Paved walk just south and across the street 
from Joint Freight Station; 

S. P. shop gate entrance at 22nd Street. 
Caretakers and others having business in yard 

must be directed to use the designated crossings. 
Pedestrian walks or paths must not be used 

by vehicular traffic. 

724 (T). Employes must not cross track imme
diately in front of passenger trains that are back
ing into Union Station. 

724 (U). Gates in iron fence at concourse on 
west side of Union Station must be closed and 
locked when not in use. The use of these gates in 
going to and from passenger station is prohibited. 

The riding of bicycles on platform inside of 
fence, across tracks or on sidewalks or platforms 
in station grounds is prohibited. 

724 (V). Yard clerks in handling seals or ob
taining seal record, or removing explosives or 
inflammable placards, may climb between cars 
when necessary to perform these duties, but must 
alight on the side of car from which they entered. 
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This work must be done, if possible, while train 
is protected by blue signal and every precaution 
to guard against injury must be taken. 

725 (R). Employes whose duties are in any way 
connected with handling of United States ma1l 
must be familiar with and governed by the Rules 
and Instructions Governing the Transportation 
and Handling of United States Mail. 

725 (S). Trains must not leave a station where 
United States mail is received until loading of 
mail has been completed. Pouches containing 
United States mail must not be accepted unless 
pouches are locked. When trains are diverted from 
the track on which they usually pick up mail, 
arrangements must be made for loading of mail. 

726 (R). Employes who in any way handle or 
care for explosives or other dangerous art~cles 
must familiarize themselves with the regulat10ns 
and instructions governing their handling. 

727 (R). Every precaution must be taken to 
prevent loss and damage by fire. The rules and 
instructions governing fire prevention and fire 
protection must be fully complied with. 

728 (R). Yardmasters are responsible for con
ditions within yards. Trains and engines will be 
under the control of the yardmaster, and all 
employes in train, engine or yard service wi~l ~e 
subject to his direction as to movements Within 
yard limits. Road crews of trains entering yards 
will be responsible for their respective trains and 
engines until the yardmaster or his representative 
takes charge. 

Yardmasters will keep informed of important 
trains, such as stock, fruit and manifest, and 
make every effort to get them through the yard 
with the least possible delay. They must see that 
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cars loaded with explosives or inflammable 
material are placed in trains the prescribed dis
tance from the engine and caboose. Freight 
assigned to particular trains must be forwarded 
in such trains. 

733 (R). There is hazard of carbon monoxide 
fumes from exhaust of diesel or gasoline engines 
and precautions must be taken to avoid possibility 
of accident therefrom. 

Exhaust from such engines must not be located 
in close proximity of fresh air intake of passenger 
cars and care must be exercised at all t imes to see 
that there is sufficient ventilation where such 
engines are operated. 

734 (R). Power transmission wires carrying 
2300 volts are located on top cross-arm of signal 
pole line. 

TRAIN AND YARD SERVICE 

800 (R). When using track where gates are in 
service, member of crew must see that gates are 
fastened open before movement is commenced. 
After movement is completed, gates must be 
closed and locked. 

Employes must keep close lookout for insuffi
cient clearance when using these gates. 

800 (S). Cars must not be left on lead tracks 
at south or east entrance to U. P. repair tracks 
and roundhouse terminal tracks unless Mechanical 
Department employes assume charge of them. 

Cars must not be left on S. P. engine or water 
track between S. P. roundhouse and 23rd Street 
water column. 

Inside circle track 242 must not be used by 
a train nor for switching. 

Engines must not stand on circle track 52 or 
under 24th Street viaduct. 

-1{) 

Trains must not be headed into S. P. round· 
house limits. Track 274, roundhouse lead, and 
inside terminal tracks must not be used except 
for handling of S. P. company business and for 
movements of light engines to and from round
house. 

800 (T). When placing cars which are to be 
blue flagged, such cars must be placed to provide 
ample clearance between blue flag and employes 
riding on side of cars. 

Deliveries to Bamberger Railroad must be 
placed at least 30 feet west of property line on 
33rd Street. 

800 (U). Engines must not go on trestles or 
over hoppers or on depressed cinder pit track. 

800 (V). Bad order loads on flat or coal cars 
must not be switched into any repair track shed 
or shop building. In extreme cases where necessa-ry 
to deviate from this rule, car forces and yard 
switch crews must have thorough understanding 
and know positively that loads will clear opening; 
also, load must be handled alone and be very care
fully watched. 

801 (R). In Union Station passenger yard, yard 
engines waiting for trains to arrive, must stand 
a sufficient distance from fouling point to enable 
crews of approaching trains to see that engines 
are into clear. 

801 (S). At 30th Street, engines stopped on 
short drill track must move to south end of track 
when possible. 

802 (R). Cars must not be dropped or kicked 
into any track where men or machines are work
ing. In switching tracks where loading or unload
ing devices are used, yardmen must know that 
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such devices, other obstructions and persons are 
into clear before movements are made. 

Partly loaded cars must be handled very care
fully. 

802 (S). When cars are being handled into S. P. 
car shop from south end, yardmen must know 
that cars are coupled and hand brake must be 
set on lea{}ing car. 

802 (T). When trains are switched on Wyo
ming Division main track, caboose or cars must 
not be cut ofT until train bas stopped and band 
brakes haYe been set. 

802 (U} . Before cars are shoved on auto dock 
tracks, cars must be coupled, brakes tested and 
man must take position on the head end of cut 
being sho,·ed. 

802 (V). All tracks in Ogden yard are on de
scending grade to the west. When length of train 
requires, trainmen must double train over and 
five hand brakes must be set on west end of both 
cuts. 

On freight trains entering yard, trainmen must 
remain with train until train stops on assigned 
track and train is doubled over, when double-over 
is necessary. 

At east end of yard, when trains arc doubled 
over by yard engine, yard crew must set the re
quired number of hand brakes on the double-over 
and train crew must set the hand brakes on the 
west end of the train. Hand brakes must not be 
set until train has stopped. 

When train is made up, hand brakes must not 
be released until road engine is coupled to train 
and train line charged. 

When necessary to detach road engine in order 
to do switching after train is made up, yardmen 
must see that sufficient hand brakes are set to 
hold train. 
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802 (W). All tracks at Utah General Depot 
classification yard at 12th Street are on descend
ing grade to west. Cars placed on these tracks 
must be secured with at least three hand brakes. 

802 (X). S. P. freight trains pulJing into ice 
house tracks in old yard must not procc<'d beyond 
fouling point at 28th Street without signal from 
yardmen. 

802 (Y). When necessary for yard engine to 
help train into yard, train must be brought to 
a stop before yard engine is coupled to road 
engine. Yard engine must remain coupled until 
train comes to a stop on receiving track and 
double-over is made, when double-over is nec
essary. 

802 (Z). Yardmen must know that couplings 
are properly made. Test must be made by stretch
ing slack before coupling road engine and caboose 
to train. 

In addition to stretching slack on passenger 
trains, slack must be crowded back to point where 
coupling was made. 

802 (AA). All persons are prohibited from rid
ing in freight cars while being S\Vitched, which are 
in the process of loading or unloading. Part loads 
will not be switched unless properly broken down 
or properly braced to prevent contents falling and 
being damaged. Before switching \\ith or moving 
cars which are in the process of loading or unload
ing, persons working in the cars must be notified 
and trainmen and yardmen should see that cars 
are not switched until cars are vacated. 

802 (BB). Engines must not be moved over 
live rails of track scales equipped with dead rails, 
and when moved over dead rails of trark scales, 
a speed of 5 MPH must not be exceeded. 
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Sanders or injectors must not be used over 
track scales and engines or cars must not stand on 
dead rail over scale deck or platform of track 
scales. 

Cars must not be violently stopped by impact, 
sudden application of brakes or by blocking 
wheels. After cars are weighed, they must not be 
moved over live rails if possible to avoid it. When 
making impact with cars on scales, speed must not 
exceed 2 MPH and 4 MPH must not be exceeded 
over scales in any case. 

Cars on live rail must not be moved by other 
cars or engines moving on dead rail, or vice versa. 
Cars must not be moved over scales with one 
truck on live rail and other truck on dead rail. 

Engines may be moved over east yard track 
scale at a. speed of not t<~ exceed 4 MPH. 

802 (CC). Passenger yard tracks are on a 
descending grade to the north, and to prevent 
rolling out when left uncoupled to other equip
ment, hand brakes must be set on passenger 
equipment, particularly cars equipped with roller 
bearings. 

Layover diners must be placed and coupled 
together on Depot Track 13 between north and 
south crossings. 

802 (DD). When rerailing cars or engines, 
rerailing frogs should be used, and cars or engines 
not pulled over ties to crossings or switches to 
rerail wheels. 

802 (EE). Blind shoves must not be made on 
any track. 

Switching must be carefully done and trains, 
engines and cars must be handled in a manner 
that will avoid shocks from abrupt starting or 
stopping, from impact in making coupling and 
to prevent personal injury, damage to cars, 
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contents, engines, structures or other property. 
When swi~hing with cars containing livestock, 

extra precautions must be taken to avoid rough 
or improper handling. 

Movements into spur tra,()ks must be controlled 
so as to prevent damage at end of spur. 

When switching at stations or in yards where 
engines may be working at both ends of a track, 
movements must be made carefully and an under
standing of movements to be made must be 
reached with other crews in order to prevent 
accident. 

In yards or on sidings, cars must not be shoved 
out to foul adjacent tracks unless a trainman is 
protecting the movement. 

804 (R). On inbound freight trains, slack must 
be stre~hed, b~kes applied with a 20-pound 
br&:ke pipe reductio~, and one long sound of engine 
whistle must be g~ven, before doubling over or 
detaching engine from train. 

When necessary to double over, slack must be 
stretched and brakes must be left applied on both 
portions of train. 

. 804 (S). Air brakes must be cut in and opera
tive on all cars before starting up incline tracks. 

~ (T). AU: br~es must be cut in and oper
ative when SWitching cars on wash tracks in pas
senger yard. 

804 (U). Air brakes must be cut in and opera
tive on cars when handled to or from Amalga-
mated Sugar Factory, Globe Mills, Browning and 
Riverdale, and in making such movements mem
bers of crew must be in proper position on train 
to protect it. 

When shoving cuts of more than 20 cars to 
the Evona Branch main track, air brakes must 
be cut in and operative on all cars. In addition I 
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tail hose must be in use on leading car, or t wo 
yard engines used, (one on each end), to avoid 
hazard at road crossings. When two engines are 
used, the lead engine may be cut off at Relico. 

804 (V). Cars equipped with roller bearings 
will start with much less effort than those other
wise equipped. When such cars are set out, hand 
brakes must be set if there is any possibility of 
their moYing. 

806 (R). Employes, except trainmen, yardmen 
and carmen, must not operate cutting levers or 
pin lifters on passenger trains. 

Carmen must see that cutting levers and pin 
lifters are in proper position before releasing train. 

807 (R). When passenger equipment is handled 
in freight trains, it must be placed between cars 
that are equipped with under-cut type couplers. 

809 (R). Self-clearing cars must not be switched 
nor moved unless dumps doors are closed. 

809 (S). Refrigerator car doors must be closed 
and fastened before being switched. 

827 (R). Stored freight cars, except those of 
all-steel construction and open top cars or fiat 
cars, must be fire-spaced in groups of five cars 
each. There must be a spa{le of at least two car 
lengths between each group of cars. 

827 (S). Cars must not be stored on Globe Mills 
lead between Globe Mills and the north side of 
24th Street tracks. 

828 (R). Employes must use every effort to 
keep unauthorized persons off engines and cars, 
and when unable to do so peaceably must make 
prompt report to proper officer or supervisor. 
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PASSENGER SERVICE 

834 (R). A trainman must be on the rear of 
passenger train when backing in or out of passen
ger yard, and no persons, except employes on 
duty, may be permitted to ride on rear platform. 

Trainmen must not alight from passenger train 
until stop is made, nor open vestibule or alight 
from train on side opposite to where passengers 
are being discharged. 

837 (R). Toilet doors must be closed and locked 
when trains are in Union Station passenger yard. 

Gates must be in proper position on all passen
ger equipment being s";tched or standing in ser
vice in passenger yard. 

837 (S). Before moving passenger equipment, 
yardmen must notify baggagemen, expressmen, 
mail clerks and others handling head end traffic, 
and it must be known that persons and trucks 
are into clear. 

837 (T). When passenger equipment is being 
switched, carmen, coach cleaners, electricians, 
baggagemen, mail clerks or other unauthorized 
persons must not ride on sides of cars nor on 
car steps. 

846 (R). Trainmen must direct passengers to 
proper trains and must not permit passengers to 
board train without proper transportation. 

862 (R). Train employes must assist passengers 
alighting from or boarding cars and during cold 
weather must caution them regarding ice and 
other slipping hazard. 

Employes must see that passenger car steps 
are kept free of snow and ice. 
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868 (R). Employes must not hang out from 
doorway, gangway or steps of any locomot~ve 
while it is moving, and must not go out on extenor 
of cab of a. steam locomotive nor on running 
board of any locomotive, while it is moving. 

872 (R). When a. diesel locomotive consisting 
of two 11A" units operated rear end to rear end, 
with or without "B" unit or units, is to be moved 
in yards or around enginehouses, locomotive must 
be operated from lead 11A" unit according to 
direction in which movement is to be made, 
except when movement is protected by a. trainman. 

875 (R). Engines must not be left without a 
man in charge, except at designated places and 
under authorized conditions. They must not be 
left standing so they will block or foul adjacent 
tracks. 

When engine coupled to cars is left unattended, 
hand brakes must be set on not less than ten cars, 
or on all cars in case engine is coupled to only ten 
cars or less. 

Engineer must see that air compressors a!e 
running throttle closed, latched and safety pm 
inserted; cylinder cocks and relief valve opened 
independent or straight air brakes applied in fuli 
application position and brake cylinder pressure 
noted before leaving locomotive. Driver and 
tender brake cut-out cocks must be cut in, reverse 
lever latched in center position when on level 
track and when on a grade the reverse lever must 
be pl~ced in the corner position in ascending grade 
direction. 

875 (S). When a diesel or turbine locomotive 
is left unattended, reverse handle must be placed 
in neutral position and handle removed, independ
ent brake set in full application position, generator 
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field switch opened, hand brake set on each unit, 
and it must be known that there is the required 
brake cylinder pressure. 

875 (T). When diesel switch locomotive is to 
be idle in excess of 30 minutes, engine must be 
shut down. When diesel road locomotive is to be 
idle for one hour at initial or intermediate stations, 
engines must be shut down. 

EXCEPTION: In such cases, engines must not 
be shut down when outside temperature is below 
35 degrees. 

When diesel engines are shut down at terminals 
when a heavy rain is falling, enginemen will call 
on mechanical forces for covers to be placed over 
exhaust stacks. 

875 (U). When engines of diesel locomotives 
are shut down, or turbine and its auxiliary 
engine are shut down, air brakes must be fully 
applied and, in addition, front and rear of a 
traction wheel must be blocked, hand brakes 
applied on each unit, and sufficient hand brakes 
must be applied throughout the train to prevent 
movement should air brakes leak off. 

During freezing weather, when diesel engines 
are shut down, cooling water must be drained to 
winter level and, if necessary to prevent damage 
to engine, must be drained completely. 

875 (V). Engineer or fireman must remain with 
engine of passenger train while in Union Station 
passenger yard. 

876 (R). Engineers must not permit any unau
thorized person to handle the locomotive. The 
fireman, when competent, may handle the 
locomotive when in road freight and yard service 
under the supervision of the engineer, the engineer 
being responsible. The fireman must not be 
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permitted to handle the locomotive when in road 
passenger service, except in emergency. 

877 (R). The engineer or fireman must not move 
the engine nor any part of its machinery, unless 
he knows it can be done without injury to any
one, nor may the engineer or fireman go under 
the engine without notifying the other. 

879 (R). Yard engines may be blown off when 
required to clean sludge from boilers. However, 
this must not be done near street crossings, build
ings or any point where hazard of accident or 
injury will result. 

883 (R). In Union Station passenger yard, fire 
must be regulated by fireman to avoid dense 
smoke. 

886 (R). Ash pan doors must not be opened 
in Union Station passenger yard, and every pre
caution must be taken to prevent fire falling from 
ash pans. 

886 (S). Coal burning engines switching at Utah 
General Depot must be equipped with spark ar
resters. 

888 (R). Sand must not be used, water allowed 
to run, ashpans or front ends cleaned nor refuse 
from engines dumped over switches or between 
a switch and insulated joints at clearance point, 
or over movable parts of interlocking. 

Sand must not be used within interlocking limits 
except when absolutely necessary and must not 
be used between signals governing movements 
over dual control or spring switches. 

If necessary to clean ash pan or smoke box, or 
carbon from carbon pan of engines on the main 
track inside of block signal limits, such refuse 
must be immediately removed by fireman if no 
one else is available. 

888 (S). Washing engine cab or wetting coal 
must be done only while engine is standing, and 
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enginemen must know that persons are out of 
range of water while work is being performed. 

890 (R). Before moving an engine and during 
movement of an engine in the vicinity of coal 
chutes, ash pits and servicing tracks, engineers 
and hostlers must sound whistle as may be 
necessary to warn men working about such tracks. 

TRACK RESTRICTIONS 
896 (R). Engines of any class must not go on 

the following tracks: 
Sperry Mill -Under elevator; 
Drop pit wheel 
track -0\'er drop pit. 
896 (S). S. P. 2600 and 2900 series engines, 

U. P. 200, 300, 500 and 600 class engines, and 
U. P. engines 2007, 2128, 2137 and 2162 and simi
lar MacArthur type engines, and heavier engines, 
must not go on the following tracks: 
Riverdale All-0-Wheat Cereal Co. spur; 

34th Street 
Beet loading spur; 

-stevens Canning Corp. 
tracks; 

-8perry Flour Co. tracks; 
Albers Mill tracks; 

-Utah Canning Co. tracks; 
Between 23rd and 

30th Street 
29th Street 

25th Streets - Swift & Company tracks; 
-stock yard leads on curve 

C'tah Division 
main track south 
of D. & R. G. W. 
crossing at 21~t 
Street to south con-
nection of freight 
h ouse near s lip 
switches at 23rd 

from icehouse track 6; 

Street - :\lain freight switching leads; 
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20th Street -Lead from main track to 
east of Lincoln Avenue; 

Evona -Utah Packing Corp. south 
track; 

-Race track; 
Between 24th and 
25th Streets - Kiesel Spur. 

896 (T). U. P. 7000 class and S. P. 4300 and 
4400 series and heavier engines must not go on 
the following tracks: 
All industry tracks; 
U. P. roundhouse 

and shops. - Repair and shop tracks; 
S. P. roundhouse and 

shops. - Repair and shop tracks; 
Between 20th and 

21st Streets. - D. & R. G. W. interchange 
tracks. 

896 (U). U. P. 800 class and heavier engines 
must not go on the following tracks: 
Between 29th and 

30th Streets . - Lead to U. P. roundhouse. 
U.P. 800 class and heavier engines and all 

diesel and turbine road engines must not go on the 
following tracks: 
Freight yard . - U. P. scale track; 

- All hold tracks except tracks 
1, 2 and 3, which can be used 
only at south end. 

896 (V). U. P. 9000 class engines must move 
to and from U. P. roundhouse via south leg of 
wye or balloon track, and must not use fence or 
circle tracks. 

896 (W). U.P. 3900 class engines with exten
sions on top of coal tenders, also all U.P. 4000 
class locomotives must not be operated on tracks 
under passenger yard umbrella shed. 
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CLOSE CLEARANCES 
900 (R ). There are close clearances above and 

at the side of main tracks as shown below, and in 
addition thereto, at platforms and other struc
tures above and at the side of industry, stock and 
other tracks: 

Location Structure or 
Obstruction 

Clearance ol 
enclne or car 
is close at-

Union Station Umbrella sheds. Side and top. 
passenger yard. 

North end tracks Ins u ff i c i en t 
2 and 3. clear ance for 

man riding side 
of cars when two 
mov e ments 
made at same 
time. 

900 (S). Umbrella sheds in Union Station paa
senger yard will not clear a man on side of car 
except when he is standing on sill step, nor clear 
a man on top of car unless he is standing in center 
of car. 

Freight cars in mixed trains may be handled in 
Union Station passenger yard if it is known they 
will clear umbrella sheds. Freight cars must not 
be handled in other movements in Union Station 
passenger yard except in emergency, and then 
only upon proper authority. 

Umbrella sheds will not clear a car exceeding a 
height of 15 feet from top of rail, and when a car 
exceeding that height is placed in a mixed train 
for movement in passenger yard, general yard
master must be notified before movement is made. 

900 (T). In moving cars under overhead trolley 
wires, employes are warned that overhead clear-
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ances to such wires and side clearances to sup
porting trolley poles are close. Trolley wires must 
not be touched and careful lookout must be kept 
for low and broken wires. 

There is a connection with electrically operated 
railway at Ogden. 

900 (U). Outfit cars, either empty or occupied, 
must not be handled through passenger yard 
under umbrella sheds. 

AIR BRAKES 
1006 (R). Standard brake pipe pressures are 

88 follows: 
Switching or handling freight and mixed 

trains-90 pounds; 
Switching or handling passenger and stream

line trains-110 pounds. 

1061 (R). Trainmen and enginemen of passen
ger trains turning on wye and making back-up 
movements into Union Station must make air 
brake test for running backward 88 prescribed in 
air brake rules. 
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